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G L A S S  PA N E L  W A L L S  PLENT Y OF LIGHT FOR EVERY ROOM OR CORRIDOR

T R A N S O M  W I N D O W  G L AT T  NEATLY AND SMOOTHLY

Sidelights, transom windows, or separate light wells – you will find all that in our offer. Light wells not only have a great aesthetical value but also 
a significant practical purpose – they enlighten and optically enlarge any room or corridor. Modes of door opening: passage, revolving, sliding.
For glass walls, it is newly possible to choose the following doorframes: HARMONIE (not the frame version), OBTUS, and no-rail NORMAL 
and OBTUS.
Furthermore, for glass walls, it is possible to use semi-rail or no-rail doors, solid or with glass panes, sliding, swing, and lamelled. Glass walls 
may also be made in passage version and solid version.

GLASS PANEL WALLS 

Model A Model B Model K Model C Model D Model M Model E

Clearance height (cm)       

Clearance width (cm)

from 70 up to 100  x x x x x x

from 101 up to 155       

from 156 up to 195 x    x x 

from 196 up to 250 x x x  x x x

Model F Model G Model H Model I Model J Model L Model N Model O Model P Model Q

Clearance height (cm) 70 120 70 120 70 120 250 202 250 250 250 250 250

Clearance width (cm)

from 70 up to 100          x x x x

from 101 up to 155       x x     

from 156 up to 195 x x     x x     

from 196 up to 250 x x     x x x x x  

TRANSOM WINDOW GLATT
Tenga 10, Elegant 10
Single-wing model 
Width: 60, 70, 80, 90

Glass inclusive:
chinchilla clear/bronze, bark clear/bronze,  
float clear, planibel bronze

Z2 Z3

up to the ceiling –

Price for the transom window incl. frame in 
decor Height 250, Model  10

Veneer Alder, Maple AM, Oak AM, Beech, 
Mahogany



Veneer Walnut AM, Cherry AM, Birch 

Veneer Zebrano, Padouk, Pear 

Veneer  Bubinga, Padouk, Wenge,  Silver Oak, 
Silver Ash, Polná Plum, Lemon, African Walnut, 
Polar Walnut, Silver Zebrano, Makasar, Indian 
Apple



NOVINKA 2009
VERSION OF FULL TRANSOM WINDOW GLATT  
IN MODEL LINES:
Z2Z3

no-rail version Z2 TENGA 10semi-rail version Z2 ELEGANT 10

detail of transition between door and transom window
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SAPELI offers doors for apartments, family homes, apartment houses, industrial buildings, social and medical facilities. It is important 
to choose the right door for the conditions of the given environment – as well as the climate. In order for the SAPELI products to serve 
their designated purpose properly and to avoid problems with their functionality and deformation, we recommend to choose a suitable 
door according to the climate categories below. Doors Klima II and III are specially structured with a layer of aluminum (AL) that prevents 
penetration of humidity into the door.

C L I M AT I C  D O O R  C L A S S I F I C AT I O N

Klima l. 	 –	interior SAPELI doors meet this category’s requirements.
Klima Il. 	 –	Doors for separating premises with medium climate differences (e.g., bathrooms, WC, pantries, entrances from barely heated 
			   corridors and stairways). 
Klima IIl. 	–	Doors designated for transition areas between unheated premises (garages, cellars, stairways, anterooms, etc.) and heated 
			   premises.

KLIMA DOOR

KLIMA I. DOOR DOORFRAME

Outdoors Indoors

All doors from our SAPELI offer All doorframes from our SAPELI offer

KLIMA II. DOOR DOORFRAME

Outdoors Indoors

Full revolving version Models:
NORA, RADKA, ESTER, VENECIE, BERGAMO, VARIANT, MILÁNO, JANOV, 
ROMA, PALERMO, SOFTLINE, ELEGANT, FEST, LIPNO, DAMIER, TENGA, 
ALEGRO, TARUGO

Revolving version only, top-lining doorframe veneered, 
foil or CPL.

KLIMA III. DOOR DOORFRAME

Outdoors Indoors

Revolving version models: 
ELEGANT 10, LIPNO 10, ALEGRO 10, 15, 20, 
TENGA 10, 15, 25, DAMIER 10, 15, VARIANT 10 – 15, 
NORA 10, FEST 10, TARUGO 10
Note: may only be fitted into a metal doorframe.

Top-lining doorframe NOT FEASIBLE.

Note: may only be fitted into a metal doorframe

Source: ČSN EN 12219, ČSN EN 1121 Standards

C L I M AT I C  D O O R
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SAPELI closures (firewalls) consist of a fireproof SAPELI door that can be 
installed into a fireproof top-lining SAPELI doorframe, SAPELI fireproof, framed 
glass wall or metal doorframe, which fulfills all legal and physical requirements 
for firewalls of certain fire-proofness. SAPELI have been tested for installation 
in light assembled structures (e.g., fireproof drywalls), as well as solid (e.g., 
brick) buildings. These SAPELI may also be delivered, in addition to fireproof 
attestation (EI (EW) 30 DP3; EI (EW) 15 DP3), with SMOKE-PROOF attestation 
(Sa and Sm), SOUND-PROOF-INSULATION (up to 37 dB) and KLIMA version (up 
to KLIMA III).

SAPELI fireproof products retain the design of individual model lines. Fireproof 
doors are manufactured in all model lines and corresponding surface finishes, 
except for models* HARMONIE, KUBIKA, and KUK, as well as all solid wood 
doors and glass models KAROLÍNA, KLÁRA and VARIANT 41, 42 and 45 (full 
SWING, SPORT, and DOMINO are priced like glass models). Fireproof top-lining 
doorframes with semi-rail are available in model line NORMAL and OBTUS and 
corresponding surface finishes.

SAPELI fireproof glass walls are available only in frame version for all surface 
finishes corresponding to this type of product. All products and prices apply to 
so-called housing version, i.e., for low or medium stress. For a specific surcharge, 
they may also be made for non-residential premises, where medium or heavy-
duty requirements apply.

SAPELI delivers fireproof products in the following endurance levels (Every of 
these three endurance levels is priced differently according to its production 
and material costs.): 
 	 FIREPROOF SOLID DOOR AND TOP-LINING DOORFRAME SAPELI

	 EI (EW) SC 30 DP3 – standard production

 	 FIREPROOF GLASS DOOR AND FRAMED GLASS WALLS 
	 EI (EW) SC 30 DP3 – standard production
	 EI (EW) SC 15 DP3 – made to order

N O V E LT Y  2 0 0 9
	 DPO version is now possible also for no-rail doors.

fire resistance test – 35:21 min. (mandatory standards require 30 min.)

fire resistance test – 2:45 min.

fire resistance test – start (of fire)

door semi-rail

DOOR VERSION:

door no-rail

S A P E L I  F I R E  A N D  S M O K E - P R O O F  C L O S U R E S 

S A P E L I  F I R E  A N D  S M O K E - P R O O F  C L O S U R E S

PROSKLENÉ MODELY EI (EW) 30 DP3
model*
Single-wing, 
Width 60, 70, 80, 90
Glass: clear fireproof for EI 30

Model 30, 60 Model 31 -34 Model 40,50 Model 41 - 43

Can be made for all model lines* and specified surface finishes.
* except for all HARMONIE, KUBIKA, and KUK models, all solid-wood doors and glass models
KAROLÍNA, KLÁRA and VARIANT 41, 42, 45

 

The price of double-wing doors 125, 145, 165, and 185 = double of the price of single-wing doors.
Recommended prices are VAT exclusive.
DPO glass closures are delivered in non-residential version only.

FIREPROOF DOOR EI (EW) 30 DP3 
SOLID MODELS*
single-wing, width 60, 70, 80, 90

Model 10, 20

Can be made for  all model lines* and specified surface finishes 

The price of double-wing doors 125, 145, 165, and 185 = double of the price of single-wing doors.
Recommended prices are VAT exclusive. DPO glass closures are delivered in non-residential version only.

EI (EW) 30 DP3

N O V E LT Y
	 Newly also DPO version is available for no-rail doors.
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GLASS MODELS EI (EW) 15 DP3
Model*
single-wing, width 60, 70, 80, 90
glass: clear fireproof for EI 30

Model 30, 60 Model 31 -34 Model 40,50 Model 41 - 43

May be made in all model lines* and specified surface finishes.
* except for models HARMONIE, KUBIKA, and KUK, all solid wood doors and glass models KAROLÍNA, KLÁRA 
and VARIANT 41, 42, 45

• •

The price of double-wing doors 125, 145, 165, and 185 = double of the price of single-wing doors.
Recommended prices are VAT exclusive.DPO glass firewalls are delivered in non-residential version only.

EI (EW) 15 DP3

S A P E L I  F I R E  A N D  S M O K E - P R O O F  C L O S U R E S

S O U N D P R O O F  I N S U L AT I O N  D O O R S
SOUND-PROOF INSULATION 
DOORS are offered in solid 
revolving versions, except for 
Harmonie, Kubika, and Kuk. The 
doors are specially made with 
sound-insulation elements. These 
doors enable to separate noisy 
premises, such as corridors, from 
common operation premises 
or help you attain high utility 
comfort in premises where quiet 
environment is required/desired, 
e.g., bedroom or study rooms.

	 Metal doorframe must be top-
lined with soundproof sealing.

test of soundproof insulation properties – 
single-wing solid door

test of soundproof insulation properties – 
single-wing glass door

test of soundproof insulation properties – 
double-wing glass door

STANDARD REQUIREMENTS FOR SOUNDPROOF INSULATION Dveře Rw (dB)

Apartments, homes – apt

Entrance door to apartment 32

Passages, underpasses 32

Hotels and accommodation places – bedrooms, guest rooms

Entrance to hotel rooms 32

Hospitals, sanatoriums, etc. – patient rooms, doctor’s offices, operation rooms, physicians’ rooms

Patient rooms, examination rooms 32

Ancillary rooms (corridors, stairways, etc. 27

Schools, etc.  -  classrooms

Classrooms 37

Public rooms, corridors, stairways 27

Offices and work studios

Office and work studios 22

Workplaces with higher noise control requirements 32

ČSN 730532 (Acoustics – Protection against noise in building and relevant acoustic 
properties of building products)

TYPES OF SOUNDPROOF-INSULATED SAPELI DOORS

Version of door and doorframe
Suppression value of the door rw (db)

27 dB 32 dB 37 dB

Number of wings
single-wing • • •

double-wing • •

Version of side area
semi-rail • • •

no-rail • •

Door version
solid • • •

glass • •

Doorframe
metal • • •

wood • • •

Doors KAROLÍNA, KLÁRA, SWING, SPORT cannot be made with sound-proofness for 37 dB.
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ORIENTATION – DOOR OPENING

single-wing door – left

single-wing door – right

double-wing door – left

double-wing door  right

EDGE AND PANELS
INTERNAL DOOR PANELS

HONEYCOMB ENLIGHTENED DTD SOLID DTD SOLID MULTISTILE

DOOR EDGE DOOR MODEL

vertical edge only SOFT S2

STANDART, EXKLUSIV, RADKA, 
NORA, ESTER

AKORD, ALEGRO, TENGA, DAMIER, ROMA, 
PALERMO, BERGAMO, MILANO, VENECIA, 

JANOV, ELEGANT, SOFTLINE, INSPIRA, 
VARIANT, TARUGO, NOTE, KUK, FEST

KLÁRA, SWING, KAROLÍNA 
(veneer surface) 

DOMINO, SPORT, MARINE

HARMONIE

FANTAZIE

KUBIKA

(THIS MODELS HAS 
IT´S OWN EDGE)

vertical & upper edge NORMAL 03

STANDART, RADKA, NORA, ESTER, 
EXKLUSIV 

(All doors open both ways.)

AKORD, ALEGRO, TENGA, DAMIER, ROMA, 
PALERMO, BERGAMO, MILANO, VENECIA, 

JANOV, ELEGANT, VARIANT, INSPIRA, 
SOFTLINE, FEST, LIPNO, TARUGO, NOTE, 

KUK, LOTOS

KLÁRA, SWING, 
KAROLÍNA, DOMINO, SPORT, 

MARINE, LOTOS, LIPNO

SOFT S3

STANDART, EXKLUSIV, RADKA, 
NORA, ESTER

ALEGRO, TENGA, DAMIER, ROMA, 
PALERMO, BERGAMO, MILANO, VENECIA, 

JANOV, ELEGANT, SOFTLINE, VARIANT, 
TARUGO, NOTE, KUK, FEST

KLÁRA, SWING, KAROLÍNA 
(veneer surface) 

DOMINO, SPORT, MARINE

KARNIS K3 only relevant models with veneer surface

STANDART

ALEGRO, TENGA, DAMIER, ROMA, 
PALERMO, BERGAMO, MILANO, VENECIA, 

JANOV, ELEGANT, SOFTLINE, VARIANT, 
TARUGO, NOTE, KUK, FEST

KLÁRA, SWING, KAROLÍNA 
(veneer surface) 

DOMINO, SPORT, MARINE

vertical edge only POST P2 only relevant models with CPL surface

NORA, RADKA, ESTER FEST MARINE, DOMINO, SWING

edge Normal 03

edge Soft S2

Postforming P2

edge Soft S3

edge Karnis K3
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HONEYCOMB – made of specially reinforced paper folded into honeycomb structure; this is not a heavy-duty product.

LIGHTWEIGHT DTD BOARD – this most common SAPELI door panel has adequate durability and firmness for standard use in interiors.

FULL-WEIGHT DTD BOARD – this door’s solid plywood board guarantees adequate durability against impact; it is firm, stable, and suitable 
primarily for special-purpose doors.

FRAME CONSTRUCTION – reinforced with massive, high-durability friezes, combined with solid-wood or glass panels and high-
precision craftsmanship, this is a perfect door by all standards (KUBIKA model).

FRIEZE-SYSTEM CONSTRUCTION – consisting of individual friezes, both separate and connected into sectional frames, as well as an 
all-round frame. The door panel, too, has a bearing functionality (HARMONIE model).

SOLID-WOOD PANEL – this door panel consists of individual bars that form a solid wood panel.
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DOOR SPACE
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BUILDING HOLE CLEAR SPACE
EXTERNAL DIMENSIONS 

DOORFRAME
DIMENSIONS OF THE WING NOMINAL SPACE

w x h (mm) w x h (mm) w x h (mm) w x h (mm) w x h (mm)

700 x 2020 606 x 1970 760 x 2047 650 x 1985 600 x 1970

800 x 2020 706 x 1970 860 x 2047 750 x 1985 700 x 1970

900 x 2020 806 x 1970 960 x 2047 850 x 1985 800 x 1970

1000 x 2020 906 x 1970 1060 x 2047 950 x 1985 900 x 1970
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BUILDING HOLE CLEAR SPACE
EXTERNAL DIMENSIONS 

DOORFRAME
DIMENSIONS OF THE WING NOMINAL SPACE

w x h (mm) w x h (mm) w x h (mm) w x h (mm) w x h (mm)

625 x2000 566 x 1970 720 x 2047 610 x 1985 610 x 1985

750 x2000 691 x 1970 845 x 2047 735 x 1985 735 x 1985

875 x2000 816 x 1970 970 x 2047 860 x 1985 860 x 1985

1000 x2000 941 x 1970 1095 x 2047 985 x 1985 985 x 1985

1125 x2000 1066 x 1970 1220 x 2047 1110 x 1985 1110 x 1985

625 x 2125 566 x 2095 720 x 2172 610 x 2110 610 x 2110

750 x 2125 691 x 2095 845 x 2172 735 x 2110 735 x 2110

875 x 2125 816 x 2095 970 x 2172 860 x 2110 860 x 2110

1000 x 2125 941 x 2095 1095 x 2172 985 x 2110 985 x 2110

1125 x 2125 1066 x 2095 1220 x 2172 1110 x 2110 1110 x 2110
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BUILDING HOLE CLEAR SPACE
EXTERNAL DIMENSIONS 

DOORFRAME
DIMENSIONS OF THE WING NOMINAL SPACE

w x h (mm) w x h (mm) w x h (mm) w x h (mm) w x h (mm)

750 x 2100 656 x 2050 810 x 2127 700 x 2065 650 x2050

900 x 2100 806 x 2050 960 x 2127 850 x 2065 800 x 2050

1000 x 2100 906 x 2050 1060 x 2127 950 x 2065 900 x 2050
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BUILDING HOLE CLEAR SPACE
EXTERNAL DIMENSIONS 

DOORFRAME
DIMENSIONS OF THE WING NOMINAL SPACE

w x h (mm) w x h (mm) w x h (mm) veneer / w x h (mm) folio / w x h (mm) w x h (mm)

700 x 2070  604 x 2020 758 x 2097 645 x 2035 642 x 2032 600 x 2020

800 x 2070 704 x 2020 858 x 2097 745 x 2035 742 x 2032 700 x 2020

900 x 2070 804 x 2020 958 x 2097 845 x 2035 842 x 2032 800 x 2020

1000 x 2070 904 x 2020 1058 x 2097 945 x 2035 942 x 2032 900 x 2020

1100 x 2070 1004 x 2020 1158 x 2097 1045 x 2035 1042 x 2032 1000 x 2020

1200 x 2070 1104 x 2020 1258 x 2097 1145 x2035 1142 x 2032 1100 x 2020
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BUILDING HOLE CLEAR SPACE
EXTERNAL DIMENSIONS 

DOORFRAME
DIMENSIONS OF THE WING NOMINAL SPACE

w x h (mm) w x h (mm) w x h (mm) w x h (mm) w x h (mm)

700 x 2050 606 x 2000 760 x 2100 650 x 2020 600 x 2000

750 x 2050 656 x 2000 810 x 2100 700 x 2020 650 x 2000

800 x 2050 706 x 2000 860 x 2100 750 x 2020 700 x 2000

850 x 2050 756 x 2000 910 x 2100 800 x 2020 750 x 2000

900 x 2050 806 x 2000 960 x 2100 850 x 2020 800 x 2000

950 x 2050 856 x 2000 1010 x 2100 900 x 2020 850 x 2000

906 x 2000 1060 x 2100 950 x 2020 900 x 2000
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G L A S S  I N C L U S I V E

R E C O M M E N D E D  F L O O R  T R A N S I T I O N

chinchilla clear

Other types of glass you can finde in our glass catalogue.

chinchilla bronze bark clear bark bronze float clear planibel bronze

10 mm 
dilatation 

gap
10 mm 

dilatation 
gap

10 mm 
dilatation 

gap

10 mm 
dilatation 

gap

10 mm 
dilatation 

gap

2
5

10 mm 
dilatation 

gap

4
0

87

10 mm 
dilatation 

gap

10 mm 
dilatation 
gap clearance 

dimensions +60
10 mm 
dilatation 
gap

87
4

0

RECOMMENDED FLOOR TRANSITION

Revolving door Revolving door – OKZ SOFT 2000 Revolving door – no welt

Door sliding along the wall Door sliding between walls – symmetrical version Sliding into pocket – symmetrical version

Lamelled door Revolving door with sidelight Sliding door with sidelight
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S A M P L E R  O F  S U R F A C E  F I N I S H E S
VENEER 

OAK BEECH WALNUT MAHOGANY ALDER BIRCH EUROPEAN MAPLE BUBINGA CUT PEELED BUBINGA

VENEER 

CHERRY ASH PEAR ZEBRANO AMERICAN MAPLE PADOUK WENGE SILVER OAK

VENEER – NOVELTY 

SILVER ASH POLNÁ PLUM LEMON AFRICAN WALNUT POLAR WALNUT SILVER ZEBRANO MAKASAR INDIAN APPLE

S A M P L E R  O F  S U R F A C E  F I N I S H E S
CPL LAMINATE – VERTICALLY /NOVELTY CPL LAMINATE – HORIZONTALLY 

METALLIC 
LAMINATE WHITE GRAY ALDER MAPLE BEECH OAK CHERRY BLEACHED 

OAK WALNUT PEAR TEAK

FOIL – VERTICALLY / NOVELTY FOIL – HORIZONTALLY

WHITE ALDER OAK BEECH MAPLE PEAR CHERRY 
BLEACHED 

OAK
WALNUT TEAK

CPL COLORS (CPL laminates as per EGGER sampler), HPL BARVY (HPL laminates as per EGGER sampler – up to 70 decors in the door collection)

W 1000 
WHITE

U113 
IVORY

U114 
YELLOW 

U326 
ORANGE

U321 
RED

U311
WINE RED

U525 
BLUE

U628 
GREEN

U765 
GRAY

U999 
BLACK

F509 
SILVER
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